


GPS TOPCON FC-200 DATA COLLECTOR CONFIGURATION SETTINGS

Turn on Data CollectorStart TOPSURV and open or create new job

JobConfigSurvey

Gps & Config My RTKtap  …   My RTKtap  edit button on bottom of screen

  BASE RECEIVER Receiver Model – GR-3
        			Elev Mask – 11 deg
        			RTK Format – CMR+
        		       			Antennae - GR-3
		      			Ant. Ht. – 0.0 m
					Vertical
NEXT
	         BASE RADIO Radio Modem – Int. GR-3 Digital UHF
        			Port – C
        			Baud – 115200
        		       			Data - 8
		      			Parity – None
					Stop - 1
NEXT
			Protocol – SIMPLEX
			Modulation – DBPSK

NEXT

ROVER RECEIVER Receiver Model – GR-3
        		Elev Mask – 11 deg
        		RTK Format – CMR+
        		       		Antennae - GR-3
		      		Ant. Ht. – 1.83 m
				Vertical

NEXT

     ROVER RADIO Radio Modem – Int. GR-3 Digital UHF
        		Port – C
        		Baud – 115200
        		       		Data - 8
		      		Parity – None
				Stop – 1

NEXT

			Protocol – SIMPLEX
			Modulation – DBPSK

         SRV PARMS

Solution type – Fixed only
Auto Accept – Num Meas to Avg – 3
Auto Topo – pick Method & Interval as desired

         STK PARMdefaults:
		Hz Dist Tol – 0.05 m
		Ref Direction: Moving Direction
		Solution Type – Fixed Only
Auto Accept – Num Meas to Avg – 3
Store stake pt as – Point – Design Pt Suffix - _stk
Note – Design Pt

	ADVANCEDCHECK – Multipath Reduction & Co-Op Tracking
		Sat. System GPS+GLONASS
		RTK PositionExtrapolation
		Base Station Make - <Automatic Detection>

MISCELLANEOUS check as desired FINISH

To set Radio Frequency/change channels(You need to be connected to Base Station)SURVTOPOtap the icon in the upper left corner of the screen and pick [Config Radio]
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